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ONE COMPLETE PACKAGE GToe's Overall Size - 35" x 9%4” x 18"

The non-pressurized GTe Flow Center pumping Number of Grundfos Shipping
station is unlike other pump protection devices. Part # Pumps Amps/\Voltage Weight
For instance, the GTe Flow Center includes a built-

in patented pump protection feature that 1-230PFC* 1 1.07 / 230V 35
eliminates the need for a flush cart when filling

and flushing a closed-loop system when your 2-230PFC* 2 2.14 1230V a7
manifolds are indoors. And since it is non- *2699 Pump Standard

pressurized, it allows you to add fluids like
antifreeze or water, while automatically
eliminating air from the closed-loop system.

1" FPT Swivel Inlet/Outlet Size

B Self-Sealing Lid
All fluids are poured into the top of the chamber: for
filling, flushing & adding anti-freeze. The top remains
open until installation is complete.

SIMPLE INSTALLATION

As a result of the GTe Flow Center being
completely packaged at the factory,
installation is simple. Just connect the
return line from an earth loop to the GTe
Flow Center, then connect a supply line from
the GTe to the heat pump unit. Also
available is the flow meter tool, an exclusive
service tool, which provides a direct reading
of system flow rate, and eliminating the
uncertainty associated with current
methods.

Removes air from the system as it is

Air Elimination Chamber
circulated through the canister.

Pumps

‘ B Circulate fluid throughout the

earth-loop system.

EASY TO OPERATE & MAINTAIN

The system includes a self-sealing feature
that keeps dirt & debris out and water in.
For you, that means trouble-free operation,
easier installation, and fewer call backs. This
also means added reliability for the
homeowner. In addition, adding antifreeze
is easy, just remove the self-sealing lid and
pour it into the air elimination chamber.
Since the only moving part of this system
are the pump(s), service is minimal. Each
part is made to be removed for servicing,

B Ball valves

Allow each pump to be removed for service
without the risk of fluid loss to the system.
Built-1n Check Valve

Holds water in the pump volutes after initial filling. This
feature protects the pump by keeping water on the

without risk of fluid loss or air entry into the bearings even if the chamber runs dry.
system.
NON-PRESSURIZED FLOW CENTER
A SMART ADDITION TO " B - T e
.osses in fittings and valves not include
WATER SOURCE TECHNOLOGY
A homeowner’s initial investment in a water 60 \ 70
source system is slightly more than that of a
conventional system. It’s an investment that the o 60
homeowner will want to protect. Recommending \
A 2-PUMP 2-PUMP
the GTe Flow Center will not only add to the 50 N
reliability of the closed-loop system, it will also 40 \
add to the customer’s satisfaction in the long run. 40 \
50 1-PUMP 1-PUMP
\ 30 \
> 20
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Patent No. 5,244,037 26-116F PUMPS ARE SPECIAL ORDER ON A GT FLOW CENTER




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.2
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts false
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 5
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


